BTEC DATASHEET

REMOTE PAGING MICROPHONE

PA-T-218

Key Features

With operation number input keys and LED display.
Max remote control distance up to 1Km.
With microphone volume control.

RCA line input and output.

Built-in chime and chime volume control.

Specifications

MODEL PA-T-218

INPUT MIC: 600, 10MV, UNBALANCEDLINE: 10K, 1000MV, UNBALANCED

OUTPUT BALANCED

FREQUENCY RESPONSE MIC: 100HZ~15KHZ,
LINE: 30HZ~18KHZ

COMMUNICATION PORT RS422

CONTROLS CHIME MIC VOL CONTROLS, 160 CHANNEL SELECTORS,

CHIME BUTTON, POWER SWITCH

INDICATORS POWTER LED, 10 PAGING CHANNEL LEDS
POWER SUPPLY ~110V-240V @50/60HZ

POWER CONSUMPTION 10w

WEIGHT 1.46KG

DIMENSIONS (WXDXH) 216 X 145.7 X 51.5MM

Doc. No: SPEC001-033 Rev. No: 00 Date eff :23-02-2021 www.btec.asia



BTEC DATASHEET

Rear Panel

AC power input Aux output Chime volume

POWER
CcOoM OUTPUT LINEIN CHIME MIC
VOL VoL

OO

MIN MAX MIN MAX

Communication control ports Mic volume

Line input

Doc. No: SPEC001-033 Rev. No: 00 Date eff :23-02-2021 www.btec.asia



